








Special Features

Pure Sine Wave Technology designed
for IT loads & Sensitive Appliances ®

Automatic
Bypass

Fast
Charging

Built-In Isolation
Transformer

High Efficiency Inbuilt
Lithium Battery

Using Bi-Directional
Technology

Easy Installation
Plug and Play

Resettable switch for
Mains protection

Uninterrupted
Power

Inbuilt BMS Cold Start

Load Comparison Chart

Load in Wattage (Blub Load) 12V/150Ah Tubular 1024Wh Lithium Battery
Battery Backup Backup

400w 2:50 Hours 3:05 Hours

600w 1:30 Hours 1:50 Hours

800w 1:00 Hours 1:20 Hours

1000w 40 Minutes 65 Minutes

Disclaimer: the comparative chart provided is based on testing conducted on branded lead-acid batteries with a C20 rating. PLease
be aware that there may be up to a 5% variatin in measuringtime.
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Back Panel of Pure Sine Wave UPS

Rear View Description

1. USB Connector. 4. Negative Battery Wire (Black).
2. Cooling Fan. 5. 3 Core Mains INPUT Cord. Output Socket.
3. Positive Battery Wire (Red). 6. MCB in INPUT

Both side view of Battery Bank

Battery Connector.
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For Maintenance.

Battery ON/OFF MCB.

Product Particulars

PURE SINE WAVE UPS 1050 1024Wh




TECHNICAL SPECIFICATIONS

MODEL NAME PURE SINE WAVE UPS Li 1050/12.8V WW
DISPLAY TYPE LED

LED DISPLAY FEATURES

m BACK UP CHARGE OVERLOAD LOW BATTERY ADS ACTIVE
BATTERY LOW OVERLOAD SHORT CIRCUIT MAINS MCB TRIP HIGH TEMP.
PROTECTION PROTECTION PROTECTION PROTECTION PROTECTION

VOLTAGE RANGE NARROW WINDOW UPS MODE (App Settable)

Mains A.C Low out 185 + 10V

Mains A.C Low out
recovery 195 £ 10V

Mains A.C High out 265 + 10V

Mains A.C High out
Fecrvay 260 £ 10V

X

VOLTAGE RANGE WIDE WINDOW W-UPS MODE

Mains A.C Low out 105 * 10V

Mains A.C Low out
fecovery 120 £ 10V

Mains A.C High out 280 + 10V

Mains A.C High out
Lol 270 £ 10V

OUTPUT PARAMETERS

Mains Output Frequency Same as input (45 Hz-55 Hz)

ey

Output Frequency 50.0Hz * 0.1Hz

Output voltage with full load 200V-220V + 15V

Overload Above 100%

Short circuit protection >200% Load (Few m.sec)

Waveform Sine wave

Dimension (L X W X H) 300x315x130 (mm)

Weight Net * 0.5Kg 10.1Kg

BATTERY CHARGING & FEATURES

Charging current 15A

Battery capacity 1024 Wh

Battery Type Lithium

Dimension (L X W X H) 250x165x230 (mm)

Weight Net % 0.5Kg 11.8Kg

Embrace the Future of Backup Power

With its superior performance, long lifespan, and advanced features, the Pure Sine
Wave UPS with Lithium Battery stands as the pinnacle of modern backup power
solutions. Upgrade your home or business with this innovative technology and experi-
ence the unwavering reliability and efficiency that only lithium batteries can provide.
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